
  Model CBM40 CBM40M

  Operations Manual Manual

  Mould Size ( Max ) L X W 550 X 550 X 200 mm 550 X 550 X 200 mm

  Pallet Size, L X W X H 610 X 610 X 19 mm 610 X 610 X 19 mm

  Mixer 200 litres pan mixer ( optional ) 200 litres pan mixer ( optional )

  Machine Cycle Time 75 s 75 s

  Capacity : 220 X 67 X 100 mm Brick 672 pcs per hour 672 pcs per hour

  Capacity : 400 X 200 X 200 mm Block 96 pcs per hour 96 pcs per hour

  No of Operator 3 - 5 3 - 5

  Power Supply 415 V / 3 ph / 50 Hz Diesel Engine

  Motor Rating 4 hp 6 hp

  Machine Weight 2000 kgs 2500 kgs

  Features
Include 1 hydraulic operation 

handle and 1 mould.

Include 1 hydraulic operation 

handle and 1 mould.

  Model CBM60

  Operations Semi Automatic

  Mould Size ( Max ) L X W 550 X 550 X 200 mm

  Pallet Size, L X W X H 610 X 610 X 19 mm

  Mixer 500 litres pan mixer

  Machine Cycle Time 60 s

  Capacity : 220 X 67 X 100 mm Brick 960 pcs per hour

  Capacity : 400 X 200 X 200 mm Block 120 pcs per hour

  No of Operator 3 - 5

  Power Supply 415 V / 3 ph / 50 Hz

  Motor Rating 24 hp

  Machine Weight 3000 kgs

  Features

Include 1 pan mixer, 1 belt 

conveyor, 1 material hopper, 1 

hydraulic operation handle and 1 

mould.

  Model CBM180 CBM180A

  Operations Semi Automatic Semi Automatic

  Mould Size ( Max ) L X W 700 X 550 X 200 mm 700 X 550 X 200 mm

  Pallet Size, L X W X H 810 X 610 X 19 mm 810 X 610 X 19 mm

  Mixer 500 litres pan mixer 500 litres pan mixer

  Machine Cycle Time 35 s 30 s

  Capacity : 220 X 67 X 100 mm Brick 2448 pcs per hour 2880 pcs per hour

  Capacity : 400 X 200 X 200 mm Block 306 pcs per hour 360 pcs per hour

  No of Operator 4 - 6 4 - 6

  Power Supply 415 V / 3 ph / 50 Hz 415 V / 3 ph / 50 Hz

  Motor Rating 45.5 hp 48 hp

  Machine Weight 5500 kgs 5500 kgs

  Features

Include 1 conveyor bucket, 1 pan 

mixer, 1 material hopper, 1 auto 

pallet feeder, 1 hydraulic control 

unit, 1 hydraulic operation handle, 

1 roller conveyor and 1 mould.

Include 1 conveyor bucket, 1 pan 

mixer, 1 material hopper, 1 auto 

pallet feeder, 1 hydraulic control 

unit, 1 PLC control unit, 1 roller 

conveyor and 1 mould.
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  Model CBM180S CBM180SA

  Operations Semi Automatic Semi Automatic

  Mould Size ( Max ) L X W 700 X 550 X 200 mm 700 X 550 X 200 mm

  Pallet Size, L X W X H 810 X 610 X 19 mm 810 X 610 X 19 mm

  Mixer 500 litres pan mixer 500 litres pan mixer

  Machine Cycle Time 35 s 30 s

  Capacity : 220 X 67 X 100 mm Brick 2448 pcs per hour 2880 pcs per hour

  Capacity : 400 X 200 X 200 mm Block 306 pcs per hour 360 pcs per hour

  No of Operator 4 - 6 4 - 6

  Power Supply 415 V / 3 ph / 50 Hz 415 V / 3 ph / 50 Hz

  Motor Rating 56 hp 60 hp

  Machine Weight 6000 kgs 6000 kgs

  Features

Include 1 conveyor bucket, 1 pan 

mixer, 1 belt conveyor, 1 material 

hopper, 1 auto pallet feeder, 1 

hydraulic control unit, 1 hydraulic 

operation handle, 1 roller 

conveyor and 1 mould.

Include 1 conveyor bucket, 1 pan 

mixer, 1 belt conveyor, 1 material 

hopper, 1 auto pallet feeder, 1 

hydraulic control unit, 1 PLC 

control unit, 1 roller conveyor and 

1 mould.

  Model CBM240M CBM240MA

  Operations Semi Automatic Semi Automatic

  Mould Size ( Max ) L X W 700 X 550 X 200 mm 700 X 550 X 200 mm

  Pallet Size, L X W X H 810 X 610 X 19 mm 810 X 610 X 19 mm

  Mixer 500 litres pan mixer 500 litres pan mixer

  Machine Cycle Time 25 s 20 s

  Capacity : 220 X 67 X 100 mm Brick 3456 pcs per hour 4320 pcs per hour

  Capacity : 400 X 200 X 200 mm Block 432 pcs per hour 540 pcs per hour

  No of Operator 4 - 6 4 - 6

  Power Supply 415 V / 3 ph / 50 Hz 415 V / 3 ph / 50 Hz

  Motor Rating 62 hp 64.5 hp

  Machine Weight 6500 kgs 6500 kgs

  Features

Include 1 sand hopper, 1 gravel 

hopper, 1 pan mixer, 4 belt 

conveyors, 1 material hopper, 1 

auto pallet feeder, 1 hydraulic 

control unit, 1 hydraulic operation 

handle, 1 roller conveyor and 1 

mould.

Include 1 sand hopper, 1 gravel 

hopper, 1 pan mixer, 4 belt 

conveyors, 1 material hopper, 1 

auto pallet feeder, 1 hydraulic 

control unit, 1 PLC control unit, 1 

roller conveyor and 1 mould.

Manufactured & exported by :

Method Machine Works Sdn Bhd ( 729390-M )

51-1,  Jalan  Puteri  5/16,  Bandar  Puteri,  47100  Puchong,  Selangor,  Malaysia.

TEL : 603-8060-1925    FAX : 603-8060-1935   URL : www.bricknblockmachine.com
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